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SLOPE PAVING DETAILS
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Exposed Aggregate

Optional Construction

Joint

6
"

1
!0

C.I.P. Concrete

Front face

of abutment

1
!
0

4" x 4" Nominal Redwood

divider (Typ.)

 1/2 " Bituminous

Joint Filler

3"

9"

For walls with vertical

rustication fill voids 

with concrete, 12" deep.

SECTION A-A

End of Wingwall

9"

6"
6"

8!0

Min.

Hinge Point

Top of slope

SECTION C-C

9
"

3
 1

/2
 "

1

9"

Front face

of wingwall Exposed Aggregate

6"

 1/2 " Bituminous

Joint Filler

F
o
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m

e
d

R = 6"

For walls with

vertical rustication

fill voids with

concrete 9" deep.

SECTION B-B

1
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3

1!6 Formed

1
!
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e
d

 1/4 " x 6" Galv.lag bolt

with 3" penetration

Alt. lag bolts on

two sides @ 2!0 (Typ)

GENERAL NOTES:

Welded wire

reinf.

Welded wire reinf.
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45^
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End of Wingwall (Typ.)

See Bridge Plan for Skew

Constr. \

\ Brg.
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’A’Equal Spaces
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45^45^

\ Brg.
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C

End of Wingwall (Typ.)

Constr. \

4!0 (Min.)

4!0 (Min.)

PLAN - SKEW BRIDGEPLAN - RIGHT ANGLE BRIDGE

NOTE:

Redwood dividers (Typ.)

Exposed Aggregate (Typ.)

NOTE:

Front face

of abutment

Front face

of abutment

2

1

Slope*

2

1

Construction Specification - Arizona Department of

   Transportation Standard Specifications for Road

   and Bridge Construction, latest Edition.

 

Design Specifications - AASHTO LRFD Bridge Design

   Specifications, 4th Edition 2007.

 

Concrete for slope paving shall be Class "S", 

   (f’c = 3000 psi) with exposed aggregate surface. 

   Maximum size coarse aggregate shall be  3/4 inch. 

   Shotcreting shall not be allowed.

 

Welded Wire Reinforcement 6 x 6 - W2.5 x W2.5 shall

   conform to ASTM A185.

Slope paving is shown for 2:1 slopes.  Slope

   paving may not be required for slopes less

   than 3:1 (See Project Plans).

 

Item No.  9210007   SLOPE PAVING

   Measure:  Square Yards

* See Project

  Plans

Bridge abutments are shown

above embankment fills.

For bridge abutments located

within cut sections, the 45^ 

triangular area at each

edge is not required.

A,B,C and D equal spaces are

measured along slope (8 feet

max.vert. and 15 feet max.horiz.)

Bridge Drawings shall show site

specific layout, dimensions

and slope of the paving at

bridge abutments.
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One layer 30# minimum

roofing paper bond

breaker (Typ.)


